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INTRODUCTION

The material in this booklet has been condensed from the Motor Vehicle
Code of Virginiaand explains the size, weight and equipment requirements for
trucks, trailers, and towed vehicles. Additional information may be obtained by
contacting the appropriate agency listed below.

Department of Motor Vehicles
Motor Carrier Credentials

P. O. Box 27412, Richmond, Virginia 23269
(804) 367-0266

Motor Carrier Service Centers (formerly Weigh Stations)
(804) 367-6745

(804) 367-1746 (Fax)

Virginia Dyed Fuel Program

(804) 367-2690, 367-1552 or 367-0931
(800) 272-9268 (hearing impaired only)
www.dmvnow.com

Department of Transportation
Hauling Per mits

1221 E. Broad Street

Richmond, Virginia23219

(804) 786-3495
www.vahaulingpermits.com

Virginia State Police
P. O. Box 27472
Richmond, Virginia23261
(804) 674-2000

Internal Revenue Service

Excise Tax
(804) 916-8300

EPA, Office of Transportation and Air Quality
Diesdl Sulfur Content (743) 214-4473
WWW.epa.gov/otag/oms-cont.com

For emergency road conditions call: 1-800-367-ROAD (7623)



SizeLimitations

Interstate and Designated Highways

Maximum Length

............................................................................ 40 feet excluding load
...... 48 feet including load
.......................... 53 feet*including load
..... 28 feet 6 inches each including load
.................................................... No overall length restrictions
Automobile and Watercraft Transporters ......... 65 feet plus 3 foot overhang
to front and 4 foot overhang to
rear

Stinger-steered Automobile and

Watercraft TranSporters .......covvvvveeereereenesneene 75 feet plus 3 foot overhang to
front and 4 foot overhang-to rear

*Provided the spacing between the kingpin of the semi-trailer and rearmost

axle or apoint midway between the rear tandem axles does not exceed 41feet.

Maximum Width

All Vehicles ... 102 inches excluding mirrors and safety devices not
to exceed 3 inches on each side of vehicle.

Maximum Height
Al VENICIES ... 13 feet, 6 inches
Maximum Number of Vehiclesin Combination
Tractor trucks may not have more than one semi-trailer and onetrailer attached.
Trucks may not have more than onetrailer attached.

Virginialaw specifiesthat three motor vehicles may be drawn by asaddle

mount device when operated on aninterstate highway in adrive away service
from factory to dealer and the combination does not exceed 75 feet.



Non-Inter state and Non-Designated Highways

Maximum Length

THUCK vttt 40 feet excluding load
SEMI-LraHlEF ..o Not specified

TWIN TIATENS oo Not permitted*
Tractor Semi-trailer Combinations............c.eveve.. 65 feet including load
Combination of atowing vehicleand

Any manufactured housing ...........ccoceeevereeieneenne. 65 feet including load

Vehiclesdesigned and used exclusively for the transportation of
motor vehicles may have additional |oad overhang not to exceed 3 feet on
thefront of the vehicle and 4 feet on the back of the vehicle. (Seebelow
for additional information on extended loads)

*However, these vehicles may be operated on any highway designated by
the Commonwealth Transportation Board (STAA Approved Routes)

Maximum Width

All Vehicles ..., 102 inches excluding mirrorsand any
warning deviceinstalled on aschool bus.

Maximum Height

Al VENICIES . 13 feet, 6 inches
Maximum Number of Vehiclesin Combination

Tractor trucks may not have more than one semi-trailer attached.

Trucks may not have more than onetrailer attached.

Two motor vehicles may be drawn if coupled together by a saddle mount
device.

Extended L oads on All Highways

L oads may not extend more than 3 feet beyond the front of avehicle
or vehicle combination.

A load may not extend more than 6 inches beyond theline of the
fender or body on either side of avehicleor vehicle combination.
Any load extending more than 4 feet beyond the rear of the bed of

the body of avehicle or vehicle combination must be marked inthe
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daytime by ared flag at least 12 inches square, and at night by ared light
visiblefor at least 500 feet.
Weight Limitations

Theweights shown below are the maximum allowed except when
operating under the authority of an overload permit as outlined on page 11.

ANY ONEAXIE ...t 20,000 pounds
Tandem Axles (more than 40 inches but no

more than 96 inches spacing between axle centers)................ 34,000 pounds
SINGIEUNIt (2 AXIE)...eeieieiiirereetre s 40,000 pounds
SingleUNit (BAXIE)......cciireee e 54,000 pounds
SingleUnit (A AXIE).....cccoevveeveiieeeeeeeie See chart page 6
Tractor-Semitraller (3AXIE) ....ooevveeeereereeee e 60,000 pounds
Tractor-Semitrailer (4 AXIE) ..o 74,000 pounds
Tractor-Semitrailer (5 AXIE) ..o 80,000 pounds
Tractor-Semitrailer (6 AXI€) .....ccccevevevevvreniennne 80,000 pounds
Tractor-Twin Trailers (5 or more Axles) 80,000 pounds
Other Combinations (5 0r more AXIeS) .......ccceevereeereecnenennes 80,000 pounds
Per inch of tire width in contact with road surface ...........ccce...... 650 pounds

The weightslisted above are the maximum weight limits allowed. No
vehicle cantravel on Virginiahighwayswith asingle axleweightin
excess of 20,000 pounds, tandem axle weight in excess of 34,000 pounds,
or agrossweight in excess of 80,000 pounds.



Maximum Weight Limitations

m 2 AXLE TRUCK

20,000 20,000

GROSS WGT SEE CHART PAGE 7

4 AXLE TRUCK

AXLE |
WGT. 20,000 SEIJ CHAF!T PAGlE 7

GROSS WGT. SEE CHART PAGE 7

4 AXLE TRACTOR TRUCK & SEMI-TRAILER

oo

20,000 20,000 AXLE 20,000 20,000
WG 34,800
GROSS WGT. SEE CHART PAGE 7

6 AXLE TRACTOR TRUCK & SEMI-TRAILER

I O00
] 1 —L 1 _
20,000 20,000 SEE CHART
20,000 34,000 PAGE 7
GROSS WGT. SEE PAGE 7

m 3 AXLE TRUCK

20,000 20,000 20,000
34,000

GROSS WGT. SEE CHART PAGE 7

3 AXLE TRACTOR TRUCK & SEMI-TRAILER

I o
¥ ¥ A
20,000 20,000 AXLEWGT. 20,000
GROSS WGT. SEE CHART PAGE 7

5 AXLE TRACTOR TRUCK & SEMI-TRAILER

1 1 1 1
L 20,000 20,000 20,000 20,000
20,000 34,000 AXLEWGT 34,000

GROSS WGT. SEE CHART PAGE 7

3 AXLE TRACTOR TRUCK & SEMI-TRAILER
WITH 2 AXLE TRAILER

\ \ | ]
20,000 20,000 20,000 20,000 20,000
T
GROSS WGT. SEE CHART PAGE 7

Maximum gross weight is determined by the number of axles and the distance

between first and last axles.



Axle and Gross Weight Limits

The maximum gross weight is determined by the number of axleson a
vehicle and the distance between thefirst axle (steering) and extreme rear
axle. Thefollowing examples give the maximum allowable gross weight of

eachvehicle.

This5 axlevehiclewith 51 feet of axle spacing is allowed amaximum
gross weight of 80,000 pounds.

)
OION iONON

This5 axle vehiclewith 47 feet of axle spacing is allowed amaximum
grossweight of 77,500 pounds.

This 3 axle vehiclewith 20 feet of axle spacing is alowed amaximum
grossweight of 51,000 pounds.

This3 axlevehiclewith 17 feet of axle spacing is allowed amaximum
grossweight of 48,500 pounds.

A vehicle may not exceed asingle axleweight of 20,000 poundsor a
tandem axle weight of 34,000 pounds. Therefore, some vehicles cannot be
|oaded to the maximum allowabl e gross wei ght because the tandem axle or
single axle weights would exceed legal weight limits.



Weight Allowed Based on Axle Spacing

The maximum gross weight is determined by measuring the distance
between the first axle (steering) and extreme rear axle and the total number of
axles. The maximum weight allowance for axle groups is determined by
measuring the distance between the center of the first axle and the center of the
last axle and the number of axles within a specific axle group. Look up the
distance between axles and the appropriate number of axles or axle groups on the
chart below to obtain the maximum gross or axle group weight allowance.

Distancein Feet

Between the Extremes

of Any Group of 2 Maximum Weight in Pounds Carried on any

or More Axles Group of Axles

3 Axles 4 Axles 5Axles  6Axles 7 Axles

34,000
42,500

43,500

44,000

45,000..
46,500..
46,500..
47,000..
48,000..
48,500..
49,500..
50,000..
51,000..
51,500..
52,500..
53,000..
54,000..
54,500..
55,500..
56,000..
57,000..
57,500..
58,500..
59,000..
60,000..

51

76,000
Note: Any fraction of afoot isrounded to the next highest foot.
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Overweight Penalties

Theowner, operator or person charged with violating weight limitsor
the weight limits of ahauling permit issued by the Virginia Department of
Transportation will be subject to a$25.00 civil penalty, a$20.00 processing
fee, a$2.00 weighing fee plus the following liquidated damage

assessments.
Violation TypeAnd Assessment
Overweight Amount (in pounds) Per Pound
AxleWeight I
4,000 or less 1¢
4,001 — 8,000 10¢
8,001 — 12,000 20¢
12,001 or more 30¢
GrossWeght I
4,000 or less 1¢
4,001 — 8,000 5¢
8,001 — 12,000 10¢
12,001 or more 15¢
Permit AxleWeight* ]
4,000 or less 1¢
4,001 — 8,000 10¢
8,001 — 12,000 20¢
12,001 or more 30¢
Permit AxleWeight*
All violations 20¢

Fines are assessed based on the weight in excess of the permit

If the gross weight of the vehicle exceedsthe weight limit by 25% but no

more than 50%, the liquidated damages assessment will double. If the gross
weight exceeds 50%, the liquidated damages assessment will triple.

Within 21 daysfrom the citation date, the owner, operator or person
charged with aweight violation may make full payment of the assessed fees
and penaltiesto DMV or inform DMV of intent to contest the charge in court

asacivil case.

Send payments and written notificationsto DMV, 2300 West Broad
Street, Room 604, P. O. Box 27412, Richmond, Virginia 23269.

Payments may also be made at DMV MCSCs (Weigh Stations) or any DMV

customer service center.



Commercial Driver’sLicense

The VirginiaCommercial Driver's License (CDL) program promotes
highway safety by testing driverson their skillsto operate commercial
vehiclesin asafe manner. The CDL program also preventsdriversfrom
having morethan one operator’ slicense and removes problem driversfrom
thehighway.

Operators of vehicles having amanufacturer’ sgross vehicle weight
rating (GVWR) or agross combination weight rating (GCWR) of 26,001
Ibs. or more arerequiredto hold avalid CDL. Operators of vehicles
designed to carry 16 or more personsincluding the driver and operators of
vehicles hauling hazardous materials which are required by federal law to
be placarded must haveavalid CDL.

Thefollowing stuations exempt the operators of certain vehiclesfrom
the CDL requirements.

1. Operation of avehiclefor personal useonly, suchasa
recreational vehicle or truck to move your personal belongings.

2. Operation of afiretruck or other emergency vehicle.

3. Operation of afarm vehicle that meetsall of thefollowing
conditions:

a. Controlled and operated by afarmer.

b. Used to transport agricultural products, farm machinery or
farm suppliesto and from afarm.

c. Strictly for farm use and not used in the operation of a
common or contract carrier.

d. Used within 150 miles of the vehicle owner’sfarm.

4. Operation of avehicle for military purposes while the operator
isonactiveduty.



There are three classes of commercial driver’ slicenses.

ClassA - Any combination of vehicleswithaGCWR of 26,001 |bs.
or more, provided the GVWR of the vehicle being towed ismore
than 10,000 Ibs. Examples. Tractor trailer, tractor with twin trailers,
combination bus.

ClassB - A singlevehicle witha GVWR of 26,001 Ibs. or more or
any vehicletowing avehiclewithaGVWR of 10,000 |bs. or | ess.
Examples: dump truck, most buses.

Class C - Any single vehicle weighing less than 26,001 Ibs. GVWR
or any vehicletowing avehiclewithaGVWR of 10,000 Ibs. or less.
Thisclassisfor vehiclesthat are placarded for hazardous materials or
designed to transport 16 or more persons, including the driver.
Examples: Passenger van, pick-up trucks and other small vehicles
carrying hazardous materials or passengers.

If you hold aclass A license, you can also drive Class B and Class C
vehiclesaslong asyou have the proper endorsement(s). If youholda
ClassB license, you can also drive Class C vehicles aslong asyou have
the proper endorsement(s).

To obtain acommercial driver’slicense, request aCommercial
Driver’'sManual fromany DMV customer service center or download
the manual at www.dmvnow.com. After athorough and comprehensive
study of the manual, visit your local DMV customer service center to take
the vision screening, knowledge exam and skillstests. Skillstestsare
given at full service customer service centers but are not offered at
DMV’small offices.

Disqualification cancelsthe privilege of anindividual todrivea
commercial vehiclebecause of one or more offensessuch asdriving
under theinfluence of alcohoal or for traffic violations. Disqualification
resultsin suspension of the CDL for aperiod ranging from 24 hoursto
permanent revocation.
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Per mits

Overload

Theowner of any motor vehicle may obtain an extension of single
axle, tandem axle and gross weight by purchasing an overload permit. The
permit extends the single axle weight limit of 20,000 pounds, tandem axle
weight limit of 34,000 pounds and gross weight limit based upon axle
spacing and the number of axles. However, no permit authorizesthe
operation of amotor vehiclewith agross weight exceeding 80,000 pounds.

Permitsarevalid for oneyear and may be purchased annually at the
time of registration.

Extension Allowed Permit Fee
1% $35
2% $75
3% $115
4% $160
5% $200

The Department of Motor Vehiclesmakesthe permit availableto
vehiclesregistered outside Virginiaunder the same conditionsthat are
applicableto vehiclesregistered in Virginia

The owner of any vehicleused for hauling Virginia-grown forest or
farm products from the place where they arefirst produced, cut, harvested,
or felled to the location where they are first processed may also receive an
additional 5% extension of the single axle, tandem axle, and gross weight
limits. Thetotal cost of the overload permit isreduced by 50%.

No permit allowsthe operation of any vehicle on the Federal Interstate
System with asingle axle weight in excess of 20,000 pounds, atandem axle
weight in excess of 34,000 pounds or agrossweight greater than that
permitted based on axle spacing or agrossweight, regardless of axle
spacing, in excess of 80,000 pounds.

Overload permits cannot be used in conjunction with
oversize/overweight hauling permits. Theonly exceptionto thisrule
appliesto Concrete Mixed-In-Transit carriers. Concrete Mixed-In- Transit
carriers can purchase an overload permit up to amaximum of 5% abovethe
authorization allowed by an oversize/overweight hauling permit.
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Overload permits may be obtained at any DMV motor carrier (weigh
station) or customer service center or from:

Department of Motor Vehicles
2300 West Broad Street
Box 27512
Richmond, Virginia 23209
(804) 367-0479

Oversize/Overweight Hauling Per mits

Oversize/overweight permitsare available to motor vehicle owners
and operatorsthrough the VirginiaDepartment of Transportation
(vDQOT).

Oversize/overweight permits are availableonly when:

no other form of transportationisavailable, AND
the load cannot be reduced to meet legal limits.

Empty, oversized and overweight, rubber-tired self-propelled haulers
used in the construction and coal mining industries are eligibleto operate
under the authority of an Oversize/overweight permit. An
Oversized/overweight permit may beissued only after VDOT has
conducted an engineering analysisto ensure that the desired route can
support thevehicle' ssizeand weight. The cost of the engineering analysis
may also be charged in addition to the permit fee.

Farm machinery, when temporarily propelled, hauled, transported, or
moved on the highway by afarm machinery distributor or dealer, fertilizer
distributor, or farmer in the ordinary course of business, does not requirean
oversize permit. However, commercial carriers must secure appropriate
permitsprior to traveling on Virginia shighways.

Generally, overload permits cannot be used in conjunction with

oversizeloverweight permits. Theonly exceptionto thisrule appliesto
Concrete Mixed-In-Transit carriers (see pages 11 and 14).
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Thefollowing examples explain situationsthat require an
oversize/overweight permit:

Grossweight of the vehicle, including load, exceeds the weight
limits asdefined in the chart on page 7 of thisbooklet.
Vehiclewidth, including load, exceeds 8 feet and 6 inches
Vehicle height, including load, exceeds 13 feet and 6 inches
Length of asingle unit vehicle exceeds 40 feet

Length of manufactured housing unit and tow vehicle exceeds 65
feet.

Length of tractor trailer combination that exceeds 65 feet and will
travel on non-designated highways

Hauling tree-length logs when the combination of the vehicle and
the tree-length logs exceed 65 feet.

V ehicleshauling or towing amobile home

Y ou may contact the VDOT Hauling Permit Office at (804) 786-3495 for
oversizeand overweight permit eligibility requirementsand additional
information concerning your eligibility for Single Trip and Blanket Permits.

Permit Type Cost
Single Trip $12.00 each
Plus
Mileage Fee (if applicable) .10 per mile
$1.00 trip fee for mobile homes
Blanket $45.00 ( one year).
$85.00 (two years)
Plus
Mileage Fee (if applicable) $40.00 per year (Mobile Homes included)
Superload $12.00 each + $4.00
research fee per structure; interstate structures
count as one.
Plus
Mileage Fee (if applicable) .10 per mile
$1.00 trip fee for mobile homes
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PermitsAvailableat No Cost

Thecodeof Virginiaallowsthe oversize/overweight permitslisted bel ow
to beissued at no cost to the customer. Contact VDOT at (804) 786-3495
for additional information.

Concrete Mixed-in-Transit

Ownersand operators of 3- and 4-axle vehicles used exclusively for
mixing concrete-in-transit at aproject site or for transporting components
in acompartmentalized vehicle to produce concreteimmediately upon
arrival at aproject siteareeligibleto receive an oversize/overweight
permit. On a 3-axle vehicle the permit will extend the tandem axle
weight up to 40,000 pounds and the gross weight up to 50,000 pounds.
Permitted Concrete Mixed-in-Transit vehicles cannot travel onthe
interstate system. Four-axle vehicles must have more than 22 feet of
spacing between thefirst and last axles. The permit will extend thetri-
axleweight up to 50, 000 pounds and the gross weight up to 70,000
pounds.

Concrete Mixed-In-Transit carrier can a so purchase an overload
permit granting up to amaximum of 5% above the authorization allowed
by an oversize/overweight permit (see page 11).

Farm Produce

Three-, 4-,and 5-axle vehicles used exclusively for hauling farm
produce grown in Virginiamay obtain an oversize/overweight permit.
The permit will extend the tandem axle weight up to 36,000 pounds.
Thispermitisonly valid in Accomack and Northampton Countiesonly.

Coal Hauling

Three, 4, and 5-axles vehicles used exclusively for hauling coal may
obtain an Oversize/Overweight permit. The permit will extend the axle
and grossweight of the coal-hauling vehicle. To qualify, vehiclesmust
be calibrated by bed sizein cubic feet and modified, if required, to permit
visual inspection. Truck beds must be marked by aline showing
maximum volume. Additionally ahole 2 inches high and 6 incheslong
must be cut in the center on each side of the bed at the top of thelineto
enable visual inspection of theload. Thismarking enablesvehicle
operators and law enforcement officersto determinevisually if a
vehicle' sload iswithin the permit weight limit. Permits authorize
hauling coal from amine or place of production to a preparation plant,
loading dock or railroad for adistance of 35 milesfrom the point of
origin.
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Containerized Cargo

Vehiclesused exclusively for hauling cargo in asealed, seagoing
container may obtain an oversize/overweight permit. The container must
be going to or coming from a seaport and must leave or arriveto the
seaport viamarine shipment. The contents of seagoing containers may
not change from the time the container isloaded to thetimeit is
delivered.

Solid Waste

Ownersand operators of 2- or 3-axle vehicles used exclusively for
hauling solid waste, other than hazardouswaste, are eligibleto obtain an
oversize/overweight permit. The oversize/overweight permit will extend
the maximum gross weight of a 2-axle vehicle up to 40,000 pounds and a
three-axle vehicle up to 60,000 pounds or 40,000 pounds on the tandem
axle.

V ehiclesoperating under this permit can operate only within thecity
or county where the vehicle is garaged or within 25 miles from where the
vehicleis garaged, whichever is greater.

V ehicles operating with this permit cannot travel on theinterstate
highway system.

Seed Cotton Module

Anoversize/overweight permit isavailablefor vehicles used
exclusively to transport aseed cotton module. The oversize/overweight
permit will extend the tandem axle weight up to 44,000 pounds, however,
the grossweight of the vehicle configuration cannot exceed 56,000
pounds. These permitsarevalid September 1% through December 31 of
eachyear. Vehiclesoperating under thispermit cannot travel onthe
interstate highway system.

Safety and Equipment Requirements

In accordance with the United States Motor Carrier Safety Act of 1984,
Virginiafollowsthe Federal Motor Carrier Safety regulations pertaining to
commercia vehicles. Theseregulationsare enforced by the Virginia State
Police. All equipment must betype-approved by the Superintendent of the
Virginia State Police. For moreinformation call (804) 674-2000.
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BrakesOn Trailers

Every semi-trailer, trailer or separate vehicle attached by adraw bar,
chain or coupling to atowing vehicle must be equipped with brakes
controlled or operated by thedriver of thetowing vehiclewhen the gross
weight including the load exceeds 3,000 pounds.

All trailers manufactured or assembled after January 1, 1964, registered
for an actual gross weight exceeding 3,000 pounds and equipped with air,
electric or vacuum actuated brakes must be equipped with an emergency
breakaway system designed to apply the breaks automatically if thetrailer
brakes away from the tow vehicle.

These requirements do not apply to vehiclesbeing towed for repairs,
repossession or in any emergency. These requirements do not apply to
vehicles being moved by awrecker when two wheels of thetowed vehicle
are off theground.

BrakePerformance

Trucks, tractor-trucks, buses and all combinationstraveling at 20 mph
or more must be capabl e of stopping within 40 feet or lesswhen traveling
on adry, hard, approximately level highway free from loose material.

Exhaust System

All motor vehicles must be equipped with an exhaust system
comparableto afactory-installed system designed for that specific vehicle.
The exhaust system must be in good working order and in constant
operation to prevent excessive or unusual noise, annoying smokeand
escape of excessivegas, steam or ail.

Theterm “exhaust system” includesall parts of the motor vehicle
through which exhaust passes after leaving the engine block. Chambered
pipesdo not meet the requirementsfor an effective muffling deviceto
prevent excessive or unusual noise. Exhaust systems must meet the same
standards asthose set for afactory-installed system designed for the
specificvehicle.

Mirror and Horn
Every motor vehicle must be equipped with amirror and ahorn. The
mirror must provide the operator with ahighway view of at least 200 feet to

therear of thevehicle. The horn must be capabl e of emitting sound audible
under normal conditions over adistance of at least 200 feet.
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Windshield

Every motor vehicle or reconstructed motor vehicle, other than a
motorcycle, registered in Virginiaand manufactured, assembled or
reconstructed after July 1, 1970, must be equipped with awindshield.

Windshield Wipers

Every permanent windshield on a motor vehicle must be equipped with
adevicefor clearing snow, rain, moisture or other matter from the
windshield directly in front of the operator. The device must be constructed
so that the vehicle operator controlsor operatesit. Windshield wiper
devices on motor vehicles manufactured or assembled after January 1, 1943
must clean both the right and | eft sides of the windshield and must be
operated mechanically or electrically.

Safety Glass

All for-hire passenger-carrying motor vehiclesregistered in Virginia
and manufactured or assembled after January 1, 1935, such astaxis, buses
and school buses, must be equipped with safety glasswherever glassisused
indoors, windows, windshieldsand sideshields.

All motor vehiclesregistered in Virginiaand manufactured or
assembled after January 1, 1936, must be equipped with safety glass
wherever glassisused in doors, windows, windshields and sideshields.

Drawbar

The connection between two vehicles, one of which istowing or
drawing the other on ahighway must consist of afifth wheel, drawbar or a
similar device not exceeding 15 feet in length from one vehicleto the other.
When avehicletows another using adrawbar or similar device, thetowing
vehicle must be equipped at all timeswith an emergency chain to prevent
the towed vehiclefrom breaking away if the drawbar fails.

A vehicle may betowed by achain, rope, or cable not morethan 15
feet long in case of abonafide emergency resulting from a mechanical
break-down or accident aslong asthe vehicleisbeing towed to the nearest
garageor repair shop. A licensed driver must be at the control s of the towed
vehicle when the connection consists of chain, rope or cable.
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Tow Dolly and Converter Gear

A tow dolly isused to support the front or rear wheel s of apassenger
vehicleor pick-up or panel truck for towing purposes. A converter gear is
an axle-like device, with afifth wheel mount and used to convert asemi-
trailer toafull trailer. These devicesare not considered vehicleswhen used
onthe public highways. Both devices must be equipped with asafety chain
or chainswith strength to restrain the device and vehicle being towed
should the connection fail. Additionally these devices must be equipped
with rear marker lamps or reflectors when towed without aload. When
used to tow avehicle, the towed vehicle must comply with all current and
future requirements of the Code of Virginiaasrelatesto towed vehicles.

Although Virginiadoes not requiretitling and registration for converter
gears and tow dollys, these devices may betitled and registered in Virginia.
Converter gears and tow dollyswill be registered astrailers and you will
receive alicense plate to mount on the device. Y ou can also purchase
permanent and personalized platesfor your converter gear and tow dollys.
If you operatein California, you will be required to pay the annual
Cdliforniaplate fee.

Splash Guards

Motor vehicles or combinations of vehicleswith agrossweight
exceeding 40,000 pounds (including the weight of theload) must be
equipped with rear fenders, flaps or guardslarge enough to prevent
projection of rocks, dirt, water and other substances from therear of the
vehicle. Tractor trucksand other vehiclesused exclusively for hauling logs
are exempt from this requirement.

Solid Tires

V ehicles equipped with solid tires must have apermit from the
VirginiaDepartment of Transportation to be operatedin Virginia.

18



Flares and Disabled Vehicles

Buses, trucks, tractor trailers or mobile homes stopped on aroad or the shoulder of any road,
must put out emergency warning devices within 10 minutes. Fares, torches or reflectorized
red triangles may be used as warning devices. If the vehicle is used for trangporting
flammable liquids in bulk, whether loaded or empty, or flammable gases, red flares or red
electric lanterns may be used. Place the warning devices in the following locations.

On two-laneroads carrying traffic in both directions or on an undivided highway,
Place warning devices within ten feet of the front or rear corners of your vehicle.

Place awarning device 100 feet behind or ahead of your vehicle. Placeit on the shoulder or
in the lane where you stopped.

SRR RN O3

[ERERNEANE DR RS (6 [

Place a warning device before any hill, curve or anything

anything else that prevents other drivers from seeing your | i § ﬁﬁaﬂo e

vehicle within 500 fet. | *g Gt |

On aone-way or divided highway, e ———— %

Place warning devices 10 feet, 100 feet i _'E]iﬁ_’”—ﬁ

and 200 feet behind your vehicle. e
= W [ e [ ==

When you place the warning devices, hold them

between yoursdlf and the oncoming TR e T T e

traffic. Thishelpsensure your safety. {:é CF T E:} fu.k; 303 {:3{-\.- |

Slow Moving Vehicle Emblem

Farm tractorsand all self-propelled farm equipment aswell as other
vehicles designed for operation at 25 mph or less must display atriangular
slow-moving vehicle emblem on therear of the vehiclewhen travelingona
public highway during day or night.

A slow moving vehicle towing aunit on apublic highway must display
aslow moving vehicle emblem on one or both vehicles. If thetowed unit
obscures the emblem on the towing vehicle, then the emblem must be
displayed on thetowed unit.
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Fire Extinguisher

All trucks, buses and power units of tractor trailer combinations must
be equipped with an accessible and properly filled fire extinguisher whichis
securely mounted, freezeproof and allows visual inspection of charge status.
Thefire extinguisher may not use avaporizing liquid that emits vapors
more toxic than the Underwriter’ s Laboratories (UL) rating of 5 or 6.

Vehicles constructed before January 1, 1973 must be equipped with a
fire extinguisher having aUL rating of 4 BC or higher. Vehicles
constructed on or after January 1, 1973 must be equipped with either afire
extinguisher having UL rating of 5 BC or more or two fire extinguishers
having aUL rating of 4 BC or more.

Any power unit constructed before January 1, 1971 used for
transporting hazardous materials must be equipped with afire extinguisher
having aUL rating of 4 BC or more. Power units constructed on or after
January 1, 1971 must be equipped with afire extinguisher having an UL
rating of 10 BC or more.

Amber Flashing Lights- Overdimensional L oads

High intensity amber flashing lights, visible for at least 500 feet must
be used on any vehicle operating under the authority of ahighway hauling
permit when either the vehicle or the load is more than 12 feet wide or more
than 75 feet long. Such lights must be mounted on the top of the towing
vehicle and on the upper rear end of the overdimensional load or vehicle.

However, an overdimensional vehicle does not need amber lightsifitis
accompanied by escort vehicleswith amber flashing lights mounted on the
top of each escort vehicle.

Headlights

All motor vehicles must be equipped with at least two head lamps but
not more than four lampsthat provideillumination ahead of the vehicle.
No more than four lamps providing general illumination may belit,
including at |east two head lamps and any combination of fog, passing,
driving or other auxiliary lights.
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Rear Lamps

Every truck, bus, tractor-truck, trailer, or semi-trailer must be equipped with
arear lamp capable of projecting ared light visible in clear weather from a
distance of 500 feet from the vehicle' srear end. Thislamp or another lamp
must also illuminate the license plate with awhitelight and makeit visible
from adistance of 50 feet to therear of the vehicle.

Dimension or Marker Lights

Every motor vehicle, trailer or semi-trailer exceeding seven feet in width or
any part of which extends four inches or more beyond the extreme edge of
the front fenders must be equipped with lamps mounted at the top front
corners. Each lamp must project an amber light visible from the front of the
vehiclefor at least 500 feet in clear weather. The vehicle must also be
equipped with lamps mounted at the top rear corners. Each lamp must
project ared light visible from therear of the vehicle for adistance of 500
feet in clear weather.

Red dimension lights and marker lamps are not necessary on tractor
trucks. If thelights and lamps are used, they must be mounted on the
highest and widest portions of the permanent body.

Vehicleswith threered identification lampsinstalled on therear as
closeaspractical tothetop and asclose aspractical tothevehicle' srear
vertical centerline and with the lamp centers spaced at least six but not more
than 12 inches apart, may mount rear dimension or marker lamps at any
height. However, the dimension or marker lights must indicate, as nearly as
possible, the full width of the vehicle.

In addition to the dimension and markerlamps, vehicles must be
equipped with amber reflectorslocated on the side and at or near the front.
Red reflectors must be used on the rear of the vehicle. Reflectors must be
securely fastened to the vehicle at least 24 but not more than 60 inchesfrom
the ground. Vehicleslessthan 24 inches high must securely fasten the
reflectorsat the highest point possible onthevehicle.

Auxiliary Lamps
A vehicle must be equipped with two spotlightsthat when shining, can
be aimed to strike the road to the right of the center, not more than 100 feet

ahead. These spotlightsmay not be used in conjunctionwith or asa
substitute for required headlamps except in the case of an emergency.
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Directional Signal

All motor vehiclesregistered in Virginiaand manufactured or
assembled after January 1, 1955 must be equipped with approved signal
lightson both thefront and rear.

Motor vehicles, trailersand semi-trailers, when temporarily stopped on
thetraveled or paved portion of the highway so asto create atraffic hazard,
must use all four turn signals simultaneously to signal approaching
motorists of the existing hazard. All four signals may be flashed
simultaneously on avehicle slowed or stopped at the scene of atraffic
hazard or when traveling at a speed of 30 miles per hour or less. However
al four signals may not be flashed simultaneously whilethe vehicleisin
motion for any other reason.

Effective January 1, 1955, all motor vehiclesregistered in Virginiaand
manufactured or assembled after this date must be equipped with approved-
type signal lights both to the front and the rear.

A tractor-truck equipped with double-faced signal |lamps mounted on
thefront fenders or the sides of the vehicle near the front does not need to
be equipped with mechanical or electrical signal deviceson therear.

Stop Signal

Every motor vehicle, trailer or semi-trailer, except an antiquevehicle
not originally equipped with astop lamp, registered in Virginiamust be
equipped with at least one stop lamp. The device must automatically
exhibit ared or amber light plainly visiblein clear weather from adistance
of 500 feet to the rear of the vehicle when the foot brake is applied.

I nspection and Traffic Rules

I nspection

All Virginiaregistered motor vehicles; trailers and semi-trailers
equipped with brakes must be inspected by a certified mechanic at an
official Virginiainspection station. From July 1, 2001 until June 30, 2002
the maximum fee to inspect any tractor-truck or truck with aGVWR rating
of 26,000 pounds or more or any vehicle designed to transport morethan 16
passengersincluding the driver, will be $30. On July 1, 2002, the
maximum fee will become $50. Trailersor semi-trailersrequire a separate
inspection and the fee is $10.

22



Traffic Rules

Vehicle Type Interstate Limited Non-limited Access Highways School, Business|
Highways Access Four or More Less Than or Residential
Highways Lanes Four Lanes Zones
Trucks 65 mph on 55 mph 55 mph 45 mph 25 mph
designated
rural;
55 mph on all
others
Passenger 65 mph on 55 mph 55 mph 55 mph 25 mph
Buses designated
rural;
School Buses 55 mph 35 mph™® 35 mph™® 35 mph® 25 mph

™" A school bus may travel 45 mph when not loading or unloading passengers between its starting point and
its destination. However, during the loading and unloading of students—from the first pick-up/drop-off
to the last pick-up/drop-off—the maximum speed is 35 mph. A school bus may travel 55 mph on an
interstate either loaded or unloaded.

Securing of Load or Contents

Theloads of all trucks, trailersand semi-trailers carrying gravel, coal,
sand or other nonagricultural and non-forestry products on any highway
must either be secured to the vehicle or covered. Public service company
vehicles, pickup trucks, emergency snow removal equipment engaged in
snow removal operations are excluded from thisrequirement.

Truck coversused to prevent the escape of solid wastetransportedin
commercial vehicles must be designed, installed, and constructed to keep
all of the cargo within the vehicleregardless of the vehicle' sspeed or
weather conditions. Thisprovision, however, doesnot apply to vehicles
used exclusively for agricultural purposes.

Vehiclesdesigned or used for hauling logs, poles or lumber, barrels,
hogsheads or other material s or containerswhich by their nature may shift
or roll, may not be operated or moved over any highway unlessitsloadis
securely fastened by adequate |og chains, metal cables, nylon webbing,
steel strapsor other restraining devicesthat prevent shifting or falling of the
load. However, in lieu of chains or metal cables, tobacco hogsheads may
be secured by manila or hemp rope strong enough and at least five-eights
inchin diameter, to securely fasten the hogshead against shifting, falling or
rolling.

23



Weight Inspection Requirement

Operators of trucks which are defined in part as having aregistered
grossweight in excess of 7,500 Ibs. are required by law to drive their
vehiclesonto scalesfor weight inspection asdirected by either apolice
officer or by aregulatory highway sign. A police officer may requirethe
operator of atruck to drive adistance up to 10 road milesto amotor carrier
service center (weigh station) for weight inspection. Refusal to drive onto
the scales for inspection is amisdemeanor.

Overweight Citations

Any truck found operating over the legal axle or grossweight isissued
acitation.

However, any truck driver operating onnon-interstate roads, hauling
Virginia-grown forest or farm products (cut, harvested, felled, or dropped
from the location where the product wasfirst produced to the location
where the product will befirst processed) have been granted an exception
whiletraveling on non-interstate highways. Thedriver will be granted one-
hour to shift cargo for any axleweight violation. If thedriver successfully
shiftsthe load to meet the legal axle weight requirements, no citation will
be issued.

Tow TrucksNot Engaged in Towing Another Vehicle

Trucksdesigned and equipped for towing inoperative or disabled
vehiclesdo not need to be weighed at motor carrier service centers (weigh
stations) if the truck is not engaged in towing another vehicle.

Hauling Certain Cargoesin Violation of Posted Signs
Hauling any explosive, flammable or other hazardous cargo as
prohibited by the Department of Transportation, through any tunnel on

Virginia shighwaysin violation of any lawfully posted sign constitutesa
Class 1 misdemeanor.
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Hazardous M aterials

Contact Information

Thetransportation of hazardous materials (HAZMAT) within or
through Virginiamust comply with Federal regulations promulgated by the
Secretary of Transportation and set forth in Title 49 of the code of Federal
Regulations. Specific HAZMAT related questions must be addressed to the
following agencies.

Department of Environmental Quality - Transport of HAZMAT

Waste Division and transport and
629 East Main Street permitting of hazardous
P.O. Box 10009 waste.

Richmond, Virginia 23240
HAZMAT (804) 698-4247
Haz. Waste (804) 698-4189

Department of Transportation - (Transport of HAZMAT
1221 East Broad Street through tunnel s/bridges
Richmond, Virginia 23219 only).

(804) 786-6824

CHEMTREC HAZMAT
1-800-424-9300 Spillg/Incidents

(24-Hoursaday)
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Transportation of Hazar dous M aterialsthrough Bridge-Tunnel
Facilities— Rulesand Regulations

The Department of Transportation operatesVirginia ssix bridge-tunnel
facilitieslisted below.

Name of Facility Telephone Number

*Big Walker Mountain 1-77 540-228-5571

*East River Mountain I-77 540-928-1994

*Elizabeth River-Downtown |-264 757-494-2400

*Elizabeth River-Midtown 1-58 757-683-8123

*Hampton Roads |-64 757-727-4800

*Monitor-Merrimac Memoria Bridge 1-664 757-247-8043
*For information about the operation of these facilities, call The Emergen

Operations Center, Virginia Department of Transportation, (804) 786-6824.

Transport of hazardous material sthrough the Big Walker Mountain
and East River Mountain facilities require compliance with parts 100
through 180 of the Code of Federal Regulations Title 49. No other
restrictionsapply.

The Chesapeake Bay Bridge Tunnel is not operated by VDOT. Please
contact the Chesapeake Bay Bridge Tunnel Authority at (757) 331-2960
directly to obtain information regarding their rules and regul ations.

Transport of hazardous material s through the Elizabeth River-
Downtown, Elizabeth River-Midtown, Hampton Roads and Monitor-
Merrimac facilities requires compliance with parts 100 through 180 of the
Code of Federal Regulations Title 49 plus compliance with the restrictions
listed in the following threetables. Thesetunnelsare classified as
urban/water proximate facilities. Thefollowing tableslist categories of
materials grouped under the designations “ Prohibited: “No Restrictions” or
“Restricted.”

Prohibited

Maerias defined in the following classes are not allowed passage
through the four urban, water-proximate tunnels.

CATEGORY PLACARD NAME PLACARD

REFERENCE

11 Explosives1.1 49 CFR § 172.522

12 Explosives1.2 49 CFR § 172.522

13 Explosives1.3 49 CFR § 172.522

23 Poison Gas 49 CFR 8§ 172.540

43 Dangerous When Wet 49 CFR § 172.548

6.1 (PG I, inhalation Poison 49 CFR § 172.554

hazard only)
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Restricted

Materialsin thefollowing hazard classes are allowed access to the four
urban, water-proximate tunnelsif transported in acontainer allowing a
maximum capacity of 119 gallons/450 liters or less as areceptacle for
liquids, awater capacity of 1000 pounds/454 kilogramsor lessasa
receptacle for gases, and a maximum net mass of 882 pounds/400
kilograms or less and amaximum capacity of 119 gallons/450 litersor less

asareceptaclefor solids.

CATEGORY PLACARD NAME PLACARD
REFERENCE
21 Flammable Gas 49 CFR § 172.532
3 Flammable 49 CFR § 172.542
51 Oxidizer 49 CFR § 172.550
5.2 Organic Peroxide 49 CFR § 172.552
8 Corrosive 49 CFR § 172.558
No Restrictions

Materials in the following hazard classes are not restricted in the four

urban, water-proximate tunnels.

CATEGORY PLACARD NAME PLACARD
REFERENCE
14 Explosives1.4 49 CFR § 172.523
15 Explosives1.5 49 CFR § 172.524
16 Explosives1.6 49 CFR § 172.525
22 Non-Flammable 49 CFR § 172.528
Gas
Combustible liquid Combustible 49 CFR § 172.544
4.1 Flammable Solid 49 CFR § 172.546
42 Spontaneoudly 49 CFR § 172.547
Combustible
6.1 (PG or Il, other Poison 49 CFR § 172.554
than PG | inhalation
hazard)
6.1 (PGIII) Keep Away From 49 CFR § 172.553
Food
6.2 (None)
7 Radioactive Radioactive 49 CFR § 172.556
9 Class 9 49 CFR § 172.560
ORM-D (None)
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Travel Restrictionsfor TrucksUsing U. S. Route
17

Effective July 1, 2001, tractor truck/semitrailer combinations (i.e.,
tractor trailers) are prohibited from operating on U.S. Route 17 in Fauquier
County, Virginiabetween U.S. Route 50 and Interstate 66. The only
exceptionsaretrucks making local deliveries, pickups or transactions
within 25 miles of the restricted area.

Farm Vehiclesand Dyed Fuel

Farm vehiclesthat are registered or required to be registered (required
to have alicense plate), including ‘F' farm vehicle license plates, cannot
legally usedyed fuel at any time.

Farm vehiclesasdefined in §46.2-698 (B) of theVa. Code pay a
reduced registration feeand areissued ‘' F' license plates.

- Thistypeof farm vehicle cannot legally use dyed fuel at any time.
Even asmall amount of dyed diesel fuel can contaminate undyed
fuel. Thiscould cause apositivelab result for dyed fuel, a
violation of the state and federal dyed fuel laws and a state and
federal dyed fuel penalty assessment.
The minimum penalty for adyed fuel violation is $1,000 for the
state and $1,000 for the Internal Revenue Service.

Farm vehiclesthat are exempt from registration under Title 46.2 of the
Va. Code, Chapter 6, Article 6 may legally use dyed diesel fuel. Thisdoes
not include any restrictions for sulfur content as required by the
Environmental Protection Agency (EPA). For state fuel tax purposes, the
dyed diesel indicatesno Virginiafuel taxeswere paid onthisfuel andis
therefore strictly for anon-taxable use.
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